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TEJIDOS
Tissu 
Upholstered

Charcoal 79

Darkblue 48

Chocolate 17

Espresso 123

Grey 65

Ivory 101

Blackberry 177

Hunter 156

Cinnamon 94

Emerald 184

Hazel 96

Turtle 88

Magnolia 160

Shell 196Anthracite 67

Lightgrey 60

Winered 39

Natural 01

Carmine 36

Petrol 56

Mocca 13

Army 14

Thyme 206

Brick 128

Ribcord Textafoam — Tela A

Mint 50

Dolphin 180

Sand 03

Onyx 169

Desert 109

Saffron 183

Aqua 143

Taupe 12

Gold 132

Turquoise 44

Cocoa 83

Para obtener información detallada sobre la gama de colores, por favor contacte con nuestro equipo.
For detailed information about the color range, please contact our team.

White 104

Lavender 71

Cream 02

Blossom 166
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CERTIFICADOS

MANTENIMIENTO
Tejidos duraderos de fácil limpieza
Condiciones de lavado  

Cambio dimensional al lavado 30 °C/ secado al aire
Urdimbre: -0,8/ Trama: 0
DIN EN ISO 5077;2008-04 / 6330:2013-02 / 3759:2011-08

Recomendamos lavar la funda del revés y colocarla inmediatamente de nuevo en 
el mueble tras el lavado, todavía ligeramente húmeda.

30

Ribcord - Article passport
Meet our Ribcord, a Textaafoam evergreen. This soft corduroy is available in a wide, modern and trendy colour line. Suitable for all types of upholstery and in our Comfort Collection. Why? Because of its softness, volume and elegance.

Available from stock in a wide range of contemporary and commercial colours.

Product characteristics
Productgroup ribcord

Applications sofa's, beds, chairs with fitted and 
loose fitting upholstery

Composition faceside 88%PES 12%PA

Composition backside 100%PES

Bonding woven

Statistic code 54076130

Dyeing method piece dyed

Available colours 40

Packaging transparent plastic

Durability specifications
Test Test specification Executed by 

laboratory:
Unit Testresult Norm RAL GZ 430/4:2019-01 Norm DIN EN 14 

465:2006-09

Dry Wet DGM DGM+

Abrasion resistance - yarn breakage DIN EN ISO 12947-1:2007-04,
DIN EN ISO 12947-2:2017-03

CTL cycles 100.000 min. 20.000 min. 40.000 A

Pilling DIN EN ISO 12945-2:2000-11.
2000 cycles

CTL grade 4-5 min. 3-4 min. 4 A

Colour fastness to light DIN EN ISO 105-BO2:2014-11. 
Process 3, exposure level 5

light colours CTL grade 5 min. 4 min.5 B

middle colours CTL grade 5 min. 4 min.5 B

dark colours CTL grade 5 min. 4 min.5 B

Colour fastness to rubbing DIN EN ISO 105-X12:2016-11

light colours CTL grade 5 5 dry: 4,
wet: 3

dry: > 4,
wet: 3-4

A/A

middle colours CTL grade 5 5 dry: 4,
wet: 3

dry: > 4,
wet: 3-4

A/A

dark colours CTL grade 4-5 3-4 dry: 4,
wet: 3

dry: > 4,
wet: 3-4

A/A

Ignitability (cigarette test) BS 5852 part 1 (1979) from
The Furniture and Furnishing (Fire) 
(Safety) regulations: 
1988 No. 1324. Schedule 4 part 1
Ignition source 0: cigarette

CTL passed

Processing specifications
Minimum workable width in centimeters ± 140

Roll length in meters ± 40

Material weight in grams per linear meter ± 540

Test Test specification Executed by 
laboratory:

Unit Testresult Norm RAL GZ 430/4:2019-01 Norm DIN EN 14 
465:2006-09

Warp Weft DGM DGM+

Tensile strength DIN EN ISO 13934-1:2013-08 CTL Newton 1.432 973 min. 350 min. 400 A/A

Tear growth resistance DIN EN ISO 13937-3:2000-06 CTL Newton 96,4 70,4 min. 25 min. 30 A/A

Resistance to seam slippage DIN EN ISO 13936-2:2004-07.
Load 180 N

CTL mm 2,0 1,8 max. 5 max. 4 A/A

Delamination DIN 53530:1981-02 CTL Newton 15,4 32,5 n/a n/a n/a

Chemical substances REACH Centexbel passed

Oeko-Tex, product class II Centexbel certified

Cleaning specifications
Test Test specification Executed by 

laboratory:
Unit Testresult Norm RAL GZ 430/4:2019-01 Norm DIN EN 14 

465:2006-09
Warp Weft DGM DGM+

Dimensional change for washing 30 degrees celcius / air drying DIN EN ISO 5077:2008-04, 
DIN EN ISO 6330:2013-02,
DIN EN ISO 3759:2011-08

CTL % -0,8 0,0 n/a n/a A/A

- We recommend to wash the cover inside out and immediately place the cover back to the piece of furniture, slightly damp, after washing.

Textaafoam b.v.
La Défense 11 | 5026 SC Tilburg
P.O. Box 12 | 5050 AA Goirle
The Netherlands

T +31(0)13 534 5934
F +31(0)13 534 7586
E info@textaafoam.nl
www.textaafoam.nl aug 2025

ESPECIFICACIONES TÉCNICAS
Composición
88 % poliéster (PES), 12 % poliamida (PA)

Ancho
140

Largo
45 ± 10 %

Peso
540 gr/ml 

Partida arancelaria 

5407.61.30 

Inflamabilidad 

BS 5852 Source 0 – 1988 Schedule 4 Part 1

NORMATIVAS
Resistencia al deslizamiento costuras (mm)
Urdimbre: 2,0/ Trama: 1,8
EN ISO 13936-2:2004-07 

Resistencia abrasión (cambio de aspecto: 3000 ciclos)
 DIN EN ISO 12947-1:2007-04 / DIN EN ISO 12947-2:2017-03

>100.000 Martindale ciclos
Pilling
4-5 DIN EN ISO 12945-2:2000-11

Solidez a la luz 
5 DIN EN ISO 105-B02:2014-11

Proceso 3, nivel de exposición 5
Colores claros: 5
Colores medios: 5
Colores oscuros: 5
Solidez al frote
Seco: 4 
Húmedo: 3 
DIN EN ISO 105-X12:2016-11

Colores claros
Seco: 5
Húmedo: 5
Colores medios
Seco: 5
Húmedo: 5
Colores oscuros
Seco: 4-5
Húmedo: 3-4


